	   
	Attachment 10 Required inspection items for manufacturing facility for liquefied petroleum gas
1. Required inspection items for type I manufacturing facilities 
(1) Boundary lines and warning labels. 
(2) Water mist system.
(3) Anti-corrosion measures.
(4) Equipment for processing fireworks. 
(5) Distance between equipment.
(6) Embankment to prevent spillage. 
(7) Pressure gauge.
(8) Safety facilities.
(9) Pressure release pipe for safety valves. 
(10) Negative pressure prevention measures.
(11) Liquid level monitor.
(12) Emergency shut off device.
(13) Electrical equipment.
(14) Measures to prevent temperature rise.
(15) Gas leakage monitoring and warning equipment. 
(16) Static electricity elimination measures.
(17) Reporting equipment.
(18) Earthquake proof structure.
(19) Warning labels. 
2. Required inspection items for type II manufacturing facilities 
(1) Boundary lines and warning labels. 
(2) Water mist system. 
(3) Fire fighting equipment.
(4) Pressure gauge.
(5) Safety facilities. 
(6) Pressure release pipe for safety valves. 
(7) Electrical equipment.
(8) Gas leakage monitoring and warning equipment. 
(9) Static electricity elimination measures.
(10) Uninterrupted power supply.
(11) Reporting equipment.
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